
The markilux® with “Greater Arm Length than Width„

the awning that throws a longer shadow
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Retracted showing the longer valance
(25 cm) included in the awning
price

Awning during extension - arms
above one another

Arm fixture to the torque bar

Arm fixture to the front profile

Optional Accessories:

Shadeplus
Electric operation and controls
Coverboard

Greater arm length 
than width

The picture shows the markilux® 1400

Folding-arm Awning markilux® 1300
and markilux® 1400

(max. pitch 20°)

01
/0

4

GAW-1

(markilux® 1300) (markilux® 1300)

(markilux® 1400)(markilux® 1400)

(markilux® 1400) (markilux® 1300)





How to fit the markilux® awning
with greater arm length than width:

Face fixture markilux® 1300
greater arm length than width

1

Face fixture markilux® 1400
greater arm length than width

2
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centre bracket centre bracket

the lower arm is always positioned opposite the operation side

awning drive

hole configuration upper bracket

hole configuration lower bracket

awning width

awning drive

centre bracket centre bracket

the lower arm is always positioned opposite the operation side

hole configuration upper bracket

hole configuration lower bracket

awning width



How to fit the markilux® awning
with greater arm length than width:
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Top fixture markilux® 1300
greater arm length than width

1

centre bracket centre bracket

the lower arm is always positioned opposite the operation side

awning drive

awning width


