
markilux® 1300
The Classical Folding-arm Awning

that sets an incredibly high standard
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Folding-arm Awning markilux® 1300
Now with an arm length of 400 cm!

We reserve the right to make 
alterations without prior notice.

Optional Accessories:

Shadeplus
Electric operation and controls
Pitch adjustment gear
Top fixture

Pitch adjustment - simple and easy

A maximum of security

●  all moving parts are made of drop-forged alu-
minium

●  powder-coated, galvanised steel torque bar, 40
x 40 mm

●  the fixture and roller support brackets are made
of extruded aluminium

●  immensely strong aluminium front profile 
(ø 50 mm.) and steel roller (ø 85 mm.)

●  powerful arms provide for a taut cover

●  high lateral stability of the awning

●  Teflon-coated bushes give maintenance-free
arm performance

●  all screws and components are made of corro-
sion-resistent stainless steel

●  get to grips with real quality - a markilux® win-
ding handle

●  also available with greater projection than width,
thanks to special arm technology

markilux® 1300

Top fixture

Round steel-link chain, corrosion
resistant

markilux® 1300 face fixture
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Face fixture using face fixture bracket1 Top fixture using top fixture bracket2

Eaves fixture using top fixture bracket; also possible
using face fixture bracket and angled profile

3 Face fixture with shadeplus4

How to fit the markilux® 1300:
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Temporary 
fixture holes
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Face fixture; greater arm length than width,
v. section ”Greater Arm Length than Width”

5

Face fixture, pitch adjustment gear6

How to fit the markilux® 1300:

awning width

centre bracket centre bracket

the lower arm is always positioned opposite the operation side

awning drive

hole pattern upper bracket

hole pattern lower bracket


