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The Folding-arm Awning 
markilux®1500 (semi-cassette with gas pistons)                                   

We reserve the right to make alterations without giving prior notice

Created by distinguished designers in co-operation with markilux®.
Endowed with the proven technology and sturdiness for which markilux® is
renowned, and at unheard-of value for money.

The markilux® 1500 with
coverboard pre-fitted
in the factory

The markilux® 1500,
face fixture, retracted

The markilux® 1500, retracted,
with wall sealing profile

Accorded the iF* product design award for excellent industrial design
* Industrial Design Forum, Hanover

Optional Accessories:
Electric motor and controls
Shadeplus
Motorised shadeplus
Top fixture
Valance
Wall sealing profile
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*

* Metallic aluminium RAL 9006





Angle of pitch / walk-under height
headroom = fixture height – X

Bracket positions

If the brackets cannot
be positioned in 
accordance with 
this table, make sure
the actual measure-
ments are noted 
on the order form!

Important measurements for fitting the markilux® 1500
Measurements may vary slightly.
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= coupled units can be fitted with a jockey 
roller where standard sizes are concerned. 
Please ask in the case of intermediate widths

= coupled units cannot be fitted 
with a jockey roller

= range within which brackets 
should be fixed

arm position

inside outsideoutside inside

rolltex bearing

under central seam

Brackets      

only at an arm length of 350

only from an arm length of 250

arm length in cm. measurement A in cm.

awning width in cm.

* it is particularly important that these measurements 
are adhered to in the case of these awning sizes!

minimum width

Awning width

only at an arm length of 350

minimum width



How to fit the markilux® 1500:

Face fixture 1 Top fixture 2

Standard eaves fixture3 Face fixture with shadeplus4
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Temporary pinning
holes



How to fit the markilux® 1500:

Clearances at various awning pitches5

Face fixture with wall sealing profile6
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Wall sealing profile

effective up to a pitch 
of 20°


