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markilux® 3300

The Folding-arm Cassette Awning
with wall-sealing strip and double gutter



The Folding-arm Box-cassette Awning
markilux® 3300

In one-piece compact cassette
with optional wall sealing strip

The markilux® 3300
with sturdy compact box cassette

Optional Accessories:

Electric operation and controls by
Face or top fixture profile available

by the metre

Aluminium strip with rubber seal

Top fixture

Valance

Maximum safety

e all moving parts are made of drop-forged
aluminium

e really strong roller — 85 mm. in diameter;
particularly easy to service as it can be removed
from the front

Attractively shaped and elegant profile view,

retracted, face fixture

e Inside view of a folding arm, showing the springs, nylon sleeves and the direct
coupling of the springs to the chain - proven technology resulting in a maximum
Profile view, retracted, top fixture of arm tension and a taut awning cover (also in the case of the markilux® 1600
and 5005).
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How to fit the markilux® 3300:
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® Face fixture ® Niche fixture
Face fixture bracket available by the metre
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® Top fixture
Top fixture bracket available by the metre

@ Top fixture using rear strut
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How to fit the markilux® 3300:

Temporary pinning
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® Eaves fixture; also possible using a face fixture
bracket and an angled profile

Temporary pinning
holes
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® Eaves fixture using top fixture bracket with
rear strut

@ Face fixture with rubber sealing strip
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