
markilux® 760/860
The Vertical Cassette Blind with Tensioning System
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The Vertical Cassette Blind
markilux® 760/860
with tensioning system, pre-assembled

We reserve the right to make alterations 
without giving prior notice

For further details and additional brackets 
v. the conservatory awning markilux 
780/880

● sturdy, self-supporting cassette

● the side cheek is made of plastic-coated stainless steel
and fitted with maintenance-free bearings

● manual operation by means of universal joint and bell-
end bayonet fitting

● alternatively you may choose to use a tubular motor with
electronic limit switching

● covers can be made of stitched Perfotex, seamless or
stitched acrylic, sunsilk and transolair fabrics or Soltis 92

● maximum cover drop 400cm

● tensioned using a variable belt system made of elastic
material

● simplified fixture due to pre-assembly in the factory and
patented clip-on mountings of the brackets on the tracks

● the belt pulleys run in Teflon-coated bushes

Optional Accessories:

Electric operation and automatic control systems

760/860-1 01
/0

5

● Retracted, track with
belt tensioning system
markilux® 760

●  Profile view markilux® 860 

●  Profile view markilux® 760 

●  markilux® 760 





How to fit the Vertical Cassette Blind
markilux® 860:

Reveal fixture dimensions for both gearbox and motor

Cable exit on motor-driven units
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Fixture options using the angled
plate for the bearing/motor side


