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Stainless Steel



The retracted awning in profile
top fixture

The markilux® ES 1 Austenitic
Stainless Steel Folding-arm Awning
(cover cassette)
the top-of-the-range, German product

Optional Accessories:
Electronic controls
Top fixture

The retracted awning in profile
face fixture

We reserve the right to make alterations 
without giving prior notice.
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Important Measurements for Fitting 
the Stainless Steel Folding-arm Awning markilux® ES 1
Measurements may vary slightly.

Bracket positions

If the brackets cannot 
be positioned in 
accordance with this
table, make sure 
the actual bracket
positions are noted 
on the order form!
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horizontal projection

pitch �

Angle of pitch / walk-under height
vertical height = fixture height – X

awning width

arm positions

arm length in cm

brackets

2 brackets

bracket fixture in the
case of a rolltex bearing

must be central!

fixture range
bracket 1

fixture range
bracket 2

fixture range 
- coverboard support clip

-bracket 3 (without rolltex bearing)

arm length in cm

minimum width

N.B. Please observe a min. distance of
6 cm between the arm bearer and the
bracket because otherwise the pitch
cannot be adjusted.

X = min. distance between the two
brackets if fitted outside the arm
bearers

In the case of face and top fixture
2 brackets + 1 coverboard support clip

In the case of eaves fixture
3 brackets

2 brackets + 1 bracket with rolltex bearing

(must be fitted in the centre)

Measurement X cm
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outside outside

awning width



How to fit the Stainless Steel Folding-arm Awning 
markilux® ES 1:
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Face fixture1

Top fixture2 Standard eaves fixture3

The eaves fixture plate
can be rotated by +15°/–
15°
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� Face fixture with coverboard support clip

� Clearances at various awning pitches

How to fit the Stainless Steel Folding-arm Awning 
markilux® ES 1:


