


Its salient points:
●  the simple way to shade large areas indoors
● even large roof festoons are easy to operate
● creates atmosphere
● the fabric breathes
● the fabric is flame retardant
● the fabric stays clean longer under glass and can be removed for cleaning
● insulates against the encroaching cold in the winter months

The roof festoon material is made of Trevira CS; permanently flame retardant in compliance
with DIN 4102 B 1/M 1 Non Feu (B+F)/Classe 1 (I)/BS 5867 (GB)

The markilux® Roof Festoon

The cord pulley system has one transportation cord, the motorised version is fitted with two.
More support wires can be supplied at additional cost.

Depth of retracted material: up to a projection of 234 cm. approximately 18 cm.
up to a projection of 422 cm. approximately 26 cm.
up to a projection of 610 cm. approximately 36 cm.

The roof festoon will work perfectly well up to an angle of 20°.
It is not possible to use an automatic sun sensor with the roof festoon.

Intermediate widths and projections can be supplied.

*  can be operated using 
a hooked staff instead 
of a cord pulley

Roof Festoon width in cm. 100* 150 200 250 300 350 400 450 500

Number of wires 2 3 3 4 4 5 5 6 6

Can be driven by motor or
by a cord pulley system

Can only 
be driven 
by motor
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